Notice No.1 


Rules and Regulations for the 
Classification of 

Inland Waterways Ships 

July 2016 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. 
Any corrigenda included in the Notice are effective immediately. 


Issue date: August 2016 


Amendments to Effective date 


Part 3, Chapter 10, Section 4 Corrigenda 


Part 5, Chapter 10, Section 5 Corrigenda 


Part 5, Chapter 11, Sections 2 & 10 Corrigenda 


[2 Lloyd's Working together 
Register for a safer world 


Part 3, Chapter 10 
Welding and Structural Details 


a Section 4 
Construction details for primary members 


4.5 Web stability 


4.5.1 Primary members_of asymmetrical section are to-be-supported by tripping brackets, atalternate-_secondan- members the 

jon _the_tripping brackets_may be fourstiffener spaces_apart Primary members are to be supported by tripping 
brackets. The tripping brackets supporting asymmetrical sections are to be spaced no more than two secondary frames apart. The 
tripping brackets supporting symmetrical sections are to be spaced no more than four secondary frames apart. 


Part 5, Chapter 10 
Piping Design Requirements 


E Section 5 
Płasties Plastic pipes 


5.1 General 


5.1.1 Proposals to use plasties plastic pipes in shipboard piping systems will be considered in relation to the properties of the 
materials, the operating conditions, the intended service and location. Details are to be submitted for approval. Special consideration 
will be given to any proposed service for płasties plastic pipes not mentioned in these Rules. 


5.1.3 Pasties Plastic pipes and fittings will, in general, be accepted in Class III piping systems. Proposals for the use of plastics in 
Class | and Class II piping systems will be specially considered. 


5.1.6 The use of plasties plastic pipes may be restricted by statutory requirements of the National Authority of the country in which 
the ship is to be registered. 


5.2 Design and performance criteria 


5.2.4 Pasties Plastic piping, connections and fittings are to be electrically conductive when: 

(a) Carrying fluids capable of generating electrostatic charges. 

(b) Passing through hazardous zones and spaces, regardless of the fluid being conveyed. 

Suitable precautions against the build-up of electrostatic charges are to be provided in accordance with the requirements of Pt 5, Ch 
10, 5.5 Electrical conductivity. See also Pt 6, Ch 2, 1.7 Earthing. 


5.3 Design strength 


5.3.6 | Where it is proposed to use plasties plastic piping in low temperature services, design strength testing is to be made ata 
temperature 10°C lower than the minimum working temperature. 


5.4 Fire performance criteria 


5.4.1 Where plasties plastic pipes are used in systems essential to the safe operation of the ship, or for containing combustible 
liquids or outboard water where leakage or failure could result in fire or in the flooding of watertight compartments, the pipes and fittings 
are to be of a type which have been fire endurance tested in accordance with the requirements of Table 10.5.3 Fire endurance 
requirements. 


5.6 Manufacture and quality control 


5.6.1 All materials for plastics pipes and fittings are to be approved by LR, and are in general to be tested in accordance with 
Ch 14, 4 Plastes Plastic pipes and fittings of the Rules for Materials. For pipes and fittings not employing hand lay-up techniques, the 
hydrostatic pressure test required byCh44-4.9-Hydrantietest by Ch 14, 4.9 Hydraulic test of the Rules for Materials may be replaced 
by testing carried out in accordance with the requirements stipulated in a National or International Standard, consistent with the 
intended use for which the pipe or fittings are manufactured, provided there is an effective quality system in place complying with the 
requirements of Ch 14, 4.4 Quality assurance of the Rules for Materials and the testing is completed to the satisfaction of the LR 
Surveyor. 


5.6.3  Plasties Plastic pipes and fittings are to be manufactured at a works approved by LR in accordance with agreed quality control 
procedures which shall be capable of detecting at any stage (e.g. incoming material, production, finished article, etc.) deviations in the 
material, product or process. 


5.6.4 Plasties Plastic pipes are to be manufactured and tested in accordance with Ch 14, 4 Plasties Plastic pipes and fittings of the 
Rules for Materials. For Class Ill piping systems, the pipe manufacturer's test certificate may be accepted in lieu of an LR Certificate 
and is to be provided for each consignment of pipe. 


5.7 Installation and construction 


5.7.7 The required fire endurance level of the pipe is to be maintained in way of pipe supports, joints and fittings, including those 
between pasties plastic and metallic pipes. 


Part 5, Chapter 11 
Ship Piping Systems 
E Section 2 
Construction and installation 
2.1 Materials 
2.1.3 Materials sensitive to heat, such as aluminium, lead or plastics, are not to be used in systems essential to the safe operation 


of the ship, or for containing combustible liquids or water where leakage or failure could result in fire or in the flooding of watertight 
compartments, see Pt 5, Ch 10 Piping Design Requirements for plasties plastic pipes. 


E Section 10 
Air and sounding pipes 


10.2 Materials 


10.2.1 Air and sounding pipes are to be made of steel or other approved material. For use of plastics plastic pipes of approved type, 
see Pt 5, Ch 10 Piping Design Requirements. 
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